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Product Information

100Series

SVS0520a

Safety Through Vision SVS1UQB 

Universal Quad Box 

The SVS1UQB is a universal quad control box. Allows you to input up to 4 cameras and control the output from 1 - 4 cameras and single, split, tripple or 
quad display output. Using trigger wires to display cameras in Quad display or POC, which shows 2 cameras in split screen or  use the manual control 
to select cameras as required makes this simple and easy to use. Can output via RCA for Video and Audio or 6 pin to 9pin monitor cable to connect to 
our 100 Series specific monitors. Housed in a solid metal case this is a sturdy and simlpe way to get Quad cameras into most screens                                                           . 
Normal/Mirror din switch for easy image changes if camera orentation is incorrect keeps it all simple and relevant.

• Metal housing
• Mirror/Normal function		
• �PAL or NTSC versions
• �Manual Control panel	
• 4 camera inout
• �RVA Video/Audio Out and 6 Pin

Features Specifications

Camera inputs 4

Mirror/Normal Yes - Din

TV System PAL

Voltage 12-24vDC

Interface Analog

Working Temperature -200C ~ +700C

Output RCA - 6 Pin

Video Display Single, Split, Tripple, Quad

Product Information

Turn a single image screen into a 
split or quad screen display

*Conditions apply, visit svsaustralia.com for full warranty conditions


