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Safety Through Vision                         
GENERATION

      NEWSVSMDVR#
4/8 Channel AHD 
Mobile Digital1080HD
1080HD, 720P or D1
4G / WIFI support / GPS
PTZ, G-sensor, TPMS, Alarm I.O.

Free fleet management
Grouping / History Route..
FREE iOS / Android App
RTSP / Web Intergration

Specifications

RECORD

Video Compress
H.264 Baseline/Main Profile@
Level1-4.2

Resolution 4/8CH AHD 1080HD
Audio Compress 4/8 Channel

Record Mode
Full record / Parking 
Record(Adjustable time)

JPEG capture 1080/960P / 720P / D1 jpg

PLAYBACK

AV Compress

total 120  frame per second
Ex : 
2CH 720p@15fps + 6CH 
960H@20fps 
2CH 720p@15fps + 6CH 
CIF@30fps 
4CH 960@30fps
4/8 Channel Audio

Search Time index / Time Direct / Event

NETWORK STREAMING

Resolution
Adjustable 
ISO144696-10 Standard

RTSP support

AV IN/OUT CONNECTOR

Video Input Aviatoin x 4/8

Video Output
RCA/Aviation x 1 / VGA x 1(800 
x 600)

Mic in Support
Audio input 4/8 x Aviation
Audio output RCA x 1
Live Display Split 1 / 2/3/4/+

OSD & CONTROL

Camera Title 8 characters

Menu Setup Menu

Control IR Remote

LED indicate
Front panel 7 LED 
indicate(Power/Network/wifi/4G/
GPS/Record)

Alarm Speech RCA x 1

STORAGE & BACKUP

HDD/SSD 2.5” SATA2 x 1
SD SDxC x 1 (Max 128GB)
Backup USB 2.0 / Network/wifi

NETWORK DEVICES

Ethernet Noption
4G / LTE Built-in  - option
WIFI Built in - Option

I / O

Built-in Alarm 4CH
Built-in Output 1CH TTL Output

FIRMWARE UPGRADE

USB USB 2.0 / Network

PERIPHERAL

GPS Built-in
G-Sensor Built-in
Car Speeding 
Pulse In

Support

PTZ Support

Speaker Buzzer
Temperature 
Sensor

Built-in

Fan Fanless
USB Port USB 2.0 x 1
RS485 Yes (Network)
RS232/RS485 Yes 

OTHER

Language Multi Language

Administrable
Two level password for System 
& Storage format

Car Voltage Detect Support

System Fail report
Temperature / HDD / SD / Volt-
age / GPS / G-

PTZ Pelco - P / D
Boot delay Adjustable
Power control Camera Power bypass control
Power in 8 ~ 36V(DC)
Operation 
Temperature

-400C~+600C

SOFTWARE

CMS PC server / client remote viewer

Smart Phone
IOS / Android client remote 
viewer
Event Message / AV push

OPTION

Extend LED 
indicator

Yes

I/O Output Control Yes

HDD Version

SD Version


