
SVS100SCW
• Metal Housing
• IP68 Waterproof
• Infra-Red LED’s
• 130° viewing
• Dimensions(mm)
  52w x 38h x 52d
  

SVS100SCMI
• Micro Square Camera
• IP66 Waterproof
• 135° viewing angle
• Dimensions(mm)
  31(w) x 25(h) x 30(d) 

SVS100SCA
• Metal Housing
• IP68 Waterproof
• Infra-Red LED’s
• 130° viewing angle
• Built-in microphone
• 10G Shockproof
• Dimensions(mm)
  62w x 68h x 58d

  

SVS100RC
• Key Hole Mount
• IP66 Waterproof
• 9 Infra-red LED’s
• Wide viewing angle
• Dimensions(mm)
  32(dia) x 42.5(l)

Standard Range Camera OptionsStandard Range Camera Options

 

SVSSLCB (Black)

SVSSLCW (White)

SVS100SCBM
• Metal Housing
• IP66 Waterproof
• 8 Infra-Red LED’s
• Wide viewing angle
• Dimensions(mm)
  48w x 36h x 45d

  

SVS100SCWM
• Metal Housing
• IP66 Waterproof
• 8 Infra-Red LED’s
• Wide viewing angle
• Dimensions(mm)
  48w x 36h x 45d

  

Standard Range Camera UpgradesStandard Range Camera Upgrades

SVS100SLCB &
SVS100SLCW
• ADR Approved 
  (High level stop light)
• IP66 Camera
• 8 Infra-Red LED’s
• Wide viewing angle
• Dimensions(mm)
  274w x 52h x 55d

  

Ideal for caravans, ute 
canopy’s and all other 
vehicles that require a 
high level stop light

SVS Australia provides a 
full range of replacement 
parts and accessories ideal 
for custom installations or 
when adding to existing  
systems. Our extensive 
range offers complete 
vision systems solutions.

Camera Cables

Extension Cables

Mounting Brackets

Monitor/Camera 
Connections

Caravan &Trailer
Camera Leads

Safety Through Vision

1300 147 455
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